Job Name:

Type:

Part #:

Notes:

LLWP7-A
LLWP8-A
LLWP9-A

Exterior Wall Sconce

Die-Formed Cold-Rolled Steel with Epoxy Powdercoat

Finish and Acrylic shade.

Finish: Black (BLK).

Dimensions:
LLWP7-A: 13.3"H x 8.3"W x 3.8"E
LLWPS8-A: 21.7'H x 8.3"W x 3.8"E
LLWP9-A: 30.0"H x 8.3"W x 3.8"E

Light Source:
* LLWP7-A: UNV/15w/665Im Delivered@30k/80CRI.

Non-Dimming

* LLWP8-A: UNV/23w/1290Im Delivered@30K/80CRI.

Non-Dimming

Non-Dimming

Options:

* Energy Star

* LLWP9-A: UNV/34w/2110Ilm Delivered@30K/80CRI.
* Bl - Bi-Level Occupancy Sensor with Adjustable Levels®
* EM - Battery Backup with 90 minutes of runtime *
Anote that Bi and EM additions may require an extended back plate
Certification/Warranty:
* ETL/CETL Listed for Wet Locations
Rated
* 5 Years Limited Warranty on Driver and LED
* 1 Year Warranty on Frame and Lens from Defects.
Model Color Temp. Finish Options
TV 30K BLK |BIBi- level Light Option
LLWP9-A 40K EM- Emergency Backup Light Option
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*Special Order- MOQ and Longer Lead Times may Apply.

May be available with other voltage, wattage, and finish options by special order.
Please contact your Lumencia Representative for more information

Office: 267-438-3000 Fax: 267-288-5604

www.Lumencia.com
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